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l Product Description

The Glocom’'s GX-10 is an Inmarsat BGAN Class 10 land vehicular user terminal (LVUT) designed to support a variety of
broadband global area network services including IP packet data (up to 432 kbps in shared channel), Streaming (32, 64, 128
and possible 256kbps), ISDN UDI (64kbps), 3.1KHz audio for fax and secured voice, and low-rate AMBE telephony circuit-
switched voice services. GX-10 operates under the Inmarsat 4™ generation satellites while vehicle is in motion. GX-10
consists of two separate modules: ODU (Outdoor Unit) and IDU (Indoor Unit) and connected by a coaxial cable. The ODU
features a helical antenna, a 2-axis stabilizer, a GPS receiver, and a front end RFU. The IDU contains an enhanced Class 10
core module with crystal oscillator durable for the vehicle shock/vibration environment, a wide-range (11 to 32 vdc) DC/DC
Power Module and an Interface Module housed in a ruggedized chassis shock mount for desk top or rack installation. The GX-
10 antennal/stabilizer is shielded in a low-profile cylindrical dome roughly 15 cm in height and 49 cm in diameter.
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H Typical Applications

IP packet data accessing web, email, corporate server/database, and VolP
ISDN voice, fax and data (UDI)

PSTN telephony voice

Compressed video via |IP streaming (up to 256 kbps)

Short messaging services (SMS)

High quality audio (3.1khz ISDN)

Secured voice and data

H Typical Users

TV Mobile Station

Mobile Command Center
Border Patrol

On-the-Road Telemedicine
Remote Office Telecom Hub

Military On-the-move (e.g. C3R2) Operations
Long-distance Passenger Railway
Expedition Vehicles

Armored Vehicles

Disaster Relief Mobile Center

B GX-10 Product Uniqueness
¢ Industrial grade crystal oscillator with high G-sensitivity (0.7 ppb) durable for tough terrain or road conditions.
e Built-in wireless LAN for multiple workstations.
¢ Maximum safety distance between antenna and operator (up to 500 feet) for battle field fixed site applications.
e Multi-language man-machine interface on wireless PDA accessing built-in web server.
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